
SYM.

ASSEMBLY INSTRUCTION FDR RG-58/U CABLE

,250

125

,125

REVISIONS
DESCRIPTION DATE APPROVAL

SLIDE CABLE INTO CDNNECTDR
AND SOLDER CENTER CONDUCTOR

SOLDER BRAID TO INSIDE OF
BARREL AS SHDVN,

NOTE: USE CAUTIDN WHEN SOLDERING
SHIELD, EXCESS HEAT WILL MELT
DIELECTRIC.

ASSEMBLY INSTRUCTION FDR RG-316/U CABLE

.125

,125

.375 SLIDE FERRULE
OVER SHIELD,

FOLD BRAID BACK
OVER FERRULE

SOLDER CENTER CONDUCTOR

SLIDE ASSEMBLY INTO
BARREL AND SOLDER

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
FRACTIONS DECIMALS ANGLES

±1/64 ±.005 ± 1*
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REVISIONS
SYM. DESCRIPTION DATE APPROVAL

SLIDE BUSHING INTO
CDNNECTDR BDDY.

END CAP

PDSITIDN SLOT AS SHDVN.

PRESS END CAP INTD CDNNECTDR
BDDY, (SDLDER DPTIDNAL).

UNLESS OTHERinSE SPECIFIED
DIMENSIONS ARE IN INCHES
FRACTIONS DECIMALS ANGLES

±1/84 ±.005 ± T
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